
 Chapter B.7 References 

North-of-the-Delta Offstream Storage Investigation Draft Feasibility Report | B.7-1 

Chapter B.7 References 
Abrahamson, N., and W. Silva. 1997. Empirical Response Spectral Attenuation Relations for 

Shallow Crustal Earthquakes. Seismological Research Letters, vol. 68, no.1, pp. 94–127. 

AECOM. 2016a. Sites Reservoir Feasibility Study Technical Memorandum: Mitigation Measure 
Evaluation and Cost Estimate. 

AECOM. 2016b. Basis of Estimate Report for Sites Authority Project Alternative D. December. 

Assumpção, M., V. Marza, L. Barros, C. Chimpliganond, J.E. Soares, J. Caravalho, D. Caixeta, 
A. Amorim, and E. Cabral. 2002. “Reservoir-Induced Seismicity in Brazil.” Pure and 
Applied Geophysics, vol. 159, pp. 597–617. 

Atkinson, G.M., and S.I. Kaka. 2007. Relationships between Felt Intensity and Instrumental 
Ground Motion in the Central United States and California. Bull. Seismol. Soc. Am. 97, 
497–510. 

Baecher, G.B., and R.L. Keeney. 1982. “Statistical Examination of Reservoir-Induced 
Seismicity.” Bulletin of the Seismological Society of America. 72(2): 553–569. 

Becker, E., C.K. Chan, and H.B. Seed. 1972. “Strength and Deformation Characteristics of 
Rockfill Materials in Plane Strain and Triaxial Compression Tests.” Report No. TE-72-3 
to State of California Department of Water Resources, Geotechnical Engineering 
Division, Department of Civil Engineering, University of California, Berkeley, Calif. 
October. 

CALFED. 2000. NODOS Progress Report. July. 

Carder, D.S. 1945. Seismic Investigation in the Boulder Dam Area, 1940–1944, and the 
Influence of Reservoir Loading on Earthquake Activity. Bull. Seism. Soc. Am. 35, 175–
192. 

CBDD (Colusa Basin Drainage District). 1995. Colusa Basin Water Management Program. July. 

CH2M Hill. 1990. Glenn-Colusa Irrigation District Long Range Water Supply Plan 
Reconnaissance Report. March. 

CH2M Hill. 1993. Meeting California’s Water Needs in the 21st Century. 

CH2M Hill. 2003a. Engineering Feasibility Report on Modifications to GCID Fish Screen and 
Enlargement of Main Canal. April. 

CH2M Hill. 2003b. Stony Creek Alternative for Conveyance to Sites Reservoir North-of-the-
Delta Offstream Storage Evaluations. May. 



Chapter B.7 References 

B.7-2 | North-of-the-Delta Offstream Storage Investigation Draft Feasibility Report 

CH2M Hill. 2008. Feasibility Study for DWR for the Fish Screen Facility and the Discharge of 
Water Back into the Sacramento River. June. 

Colusa Basin Flood Flow Frequency Analysis. 1987. March 10. 

DWR (Department of Water Resources). 1957. California Water Plan. Bulletin 3. 

DWR. 1964. Colusa Basin Investigation. Bulletin 109. 

DWR. 1987. Colusa Basin Flood Flow Frequency Analysis. March 10.  

DWR. 1990. Colusa Basin Investigation. Update of Colusa Basin Investigation, Bulletin 109 
(1964). 

DWR. 1996. Reconnaissance Survey – Sites Offstream Storage Project. 

DWR. 2013. NODOS Preliminary Administrative Draft Environmental Impact Report. 

DWR. 2014. Investigation Highlights Report. May. 

DWR DOE (California Department of Water Resources, Division of Engineering). 1999a. Large 
Sites Reservoir, Progress Report on Feasibility Studies for Golden Gate and Sites Dams. 
Draft. June. 

DWR DOE. 1999b. Large Sites Reservoir, Progress Report on Feasibility Studies for Ridge 
Analysis. Draft. June. 

DWR DOE. 2000. Engineering Progress Report on Feasibility Studies for Sites Reservoir. Draft. 
August. 

DWR DOE. 2002a. NODOS Scoping Report. October. 

DWR DOE. 2002b. Sites Reservoir Addendum to Embankment Volume and Reservoir Storage 
Assessment. May. 

DWR DOE. 2002c. Sites Reservoir Feasibility Study – Materials Investigation, Testing, and 
Evaluation Program. June. 

DWR DOE. 2003a. Sites Reservoir Engineering Feasibility Study - Golden Gate, Sites, and 
Saddle Dams. February. 

DWR DOE. 2003b. Sites Reservoir Engineering Feasibility Study - Pumping Plants and 
Appurtenant Facilities. June. 

DWR DOE. 2003c. Geologic Feasibility Report, Sites Reservoir Project, Appendix to 
Engineering Feasibility Report. Project Geology Report No. 94-30-02. July. 

DWR DOE. 2003d. Sites Project, Feasibility Study for Conveyance, Colusa Basin Drain, and 
Funks Reservoir Modification. August. 



 Chapter B.7 References 

North-of-the-Delta Offstream Storage Investigation Draft Feasibility Report | B.7-3 

DWR DOE. 2004. Technical Memorandum: Sites Reservoir PMF Analysis. August 12. 

DWR DOE. 2005. Feasibility Study for Reverse Flow and Pumping-Generating Plants. 
September. 

DWR DOE. 2008a. An Addendum Amending the August 2003 Feasibility Study Report for Sites 
P-G Plant. July. 

DWR DOE. 2008b. Geologic Feasibility Report, Sites Reservoir Project, Appendix to 
Engineering Feasibility Report (DWR DOE 2008 

Gupta, H.K. 2002. “A Review of Recent Studies of Triggered Earthquakes by Artificial Water 
Reservoirs with Special Emphasis on Earthquakes in Koyna, India.” Earth-Science 
Reviews 58: pp. 279–310. 

Knudsen, K., P. Thomas, I. Wong, and J. Zachariasen. 2009. “Updated Probabilistic Seismic 
Hazard Analysis of Shasta and Keswick Dams and Evaluation of Reservoir-triggered 
Seismicity, Shasta Dam.” Unpublished report prepared for Bureau of Reclamation by 
URS Corporation.  

MWH (Montgomery Watson Harza). 2013. NTP 11, Technical Memorandum No. 10 v3.0, 
Preliminary Reservoir Triggered Seismicity: AEA11-022. Consulting report prepared for 
Alaska Energy Authority, Anchorage, AK. 

Packer, D.R., L.S. Cluff, P.L. Kneupfer, and R.J. Withers. 1979. A Study of Reservoir-Induced 
Seismicity. U.S. Geological Survey Open File Report 80-1092, 279 pp. 

Petersen et al. 2014. 2014 Update of the United States National Seismic Hazard Maps. United 
States Geological Survey Open-File Report 2014–1091.  

Qui, X. 2012. Factors Controlling the Occurrence of Reservoir-Induced Seismicity. 1st Civil and 
Environmental Engineering Student Conference, 25–26 June 2012, Imperial College, 
London. 

Reclamation (United States Department of the Interior, Bureau of Reclamation). 1964. West 
Sacramento Canal Unit Report. December.  

Reclamation and Authority (United States Bureau of Reclamation and Sites 
Project Authority). 2017. Sites Reservoir Environmental Impact Report/ 
Environmental Impact Statement. 

Sadigh, K., et al. 1997. Attenuation Relationships for Shallow Crustal Earthquakes Based on 
California Strong Motion Data. Seismological Research Letters, vol. 58, no. 1, pp. 180–
189.  

Simpson, D.W., W.S. Leith, and C.H. Scholz. 1988, Two Types of Reservoir-Induced 
Seismicity. Bulletin of the Seismological Society of America, vol. 78, pp. 2025–2040. 

http://www.sciencedirect.com/science?_ob=ArticleURL&_udi=B6V62-455VMF5-1&_user=10&_rdoc=1&_fmt=&_orig=search&_sort=d&view=c&_acct=C000050221&_version=1&_urlVersion=0&_userid=10&md5=f038fc313197ee3a402a1e00d73de997
http://www.sciencedirect.com/science?_ob=ArticleURL&_udi=B6V62-455VMF5-1&_user=10&_rdoc=1&_fmt=&_orig=search&_sort=d&view=c&_acct=C000050221&_version=1&_urlVersion=0&_userid=10&md5=f038fc313197ee3a402a1e00d73de997
http://www.sciencedirect.com/science?_ob=ArticleURL&_udi=B6V62-455VMF5-1&_user=10&_rdoc=1&_fmt=&_orig=search&_sort=d&view=c&_acct=C000050221&_version=1&_urlVersion=0&_userid=10&md5=f038fc313197ee3a402a1e00d73de997


Chapter B.7 References 

B.7-4 | North-of-the-Delta Offstream Storage Investigation Draft Feasibility Report 

Talwani, P. 1997. On the Nature of Reservoir-Induced Seismicity. Pure and Applied Geophysics 
150: 473–492. 

URS (URS Corporation). 2006. North-of-the-Delta Offstream Storage Investigation Initial 
Alternatives Information Report. May. 

URS. 2008b. NODOS Plan Formulation Report. September. [Referred to in appendix text as 
PFR.] 

URS and CH2M Hill (URS Corporation and CH2M Hill). 2003a. Final Engineering Feasibility 
Report for TC Canal Alternatives. 

USGS. 1961. Geologic Map of the Lodoga Quadrangle, Glenn and Colusa Counties, California. 
USGS Oil and Gas Investigations Map OM-210. Mapping performed by R.D. Brown and 
E.I. Rich at a scale of 1:48,000.  

Wald, D.J., V. Quitoriano, T.H. Heaton, and H. Kanamori. 1999. Relationships Between Peak 
Ground Acceleration, Peak Ground Velocity, and Modified Mercalli Intensity in 
California, Earthq. Spectra 15, 557–564. 

WCFS (Woodward-Clyde Federal Services). 1996. “Seismic Hazards Evaluation, Environmental 
Impact Assessment: Geological Aspect, Kaeng Sua Ten Dam Project, Changwat Phrae.” 
Unpublished report prepared by GMT Corporation and others for the Department of 
Mineral Resources. 

WLA (William Lettis and Associates, Inc.). 2002. North of the Delta Offstream Storage 
Investigations, Phase II Fault and Seismic Hazards Investigation. September. 

Wong, I.G., and J. Strandberg. 1996. Assessing the Potential for Triggered Seismicity at the Los 
Vaqueros Reservoir, California: U.S. Committee on Large Dams, Annual Meeting and 
Lectures, Los Angeles, California, 15 pp. 


	Chapter B.7 References



Accessibility Report



		Filename: 

		AppendixB.7 References_052517_clean checked for globals.pdf






		Report created by: 

		


		Organization: 

		





[Enter personal and organization information through the Preferences > Identity dialog.]


Summary


The checker found no problems in this document.



		Needs manual check: 0


		Passed manually: 2


		Failed manually: 0


		Skipped: 0


		Passed: 30


		Failed: 0





Detailed Report



		Document




		Rule Name		Status		Description


		Accessibility permission flag		Passed		Accessibility permission flag must be set


		Image-only PDF		Passed		Document is not image-only PDF


		Tagged PDF		Passed		Document is tagged PDF


		Logical Reading Order		Passed manually		Document structure provides a logical reading order


		Primary language		Passed		Text language is specified


		Title		Passed		Document title is showing in title bar


		Bookmarks		Passed		Bookmarks are present in large documents


		Color contrast		Passed manually		Document has appropriate color contrast


		Page Content




		Rule Name		Status		Description


		Tagged content		Passed		All page content is tagged


		Tagged annotations		Passed		All annotations are tagged


		Tab order		Passed		Tab order is consistent with structure order


		Character encoding		Passed		Reliable character encoding is provided


		Tagged multimedia		Passed		All multimedia objects are tagged


		Screen flicker		Passed		Page will not cause screen flicker


		Scripts		Passed		No inaccessible scripts


		Timed responses		Passed		Page does not require timed responses


		Navigation links		Passed		Navigation links are not repetitive


		Forms




		Rule Name		Status		Description


		Tagged form fields		Passed		All form fields are tagged


		Field descriptions		Passed		All form fields have description


		Alternate Text




		Rule Name		Status		Description


		Figures alternate text		Passed		Figures require alternate text


		Nested alternate text		Passed		Alternate text that will never be read


		Associated with content		Passed		Alternate text must be associated with some content


		Hides annotation		Passed		Alternate text should not hide annotation


		Other elements alternate text		Passed		Other elements that require alternate text


		Tables




		Rule Name		Status		Description


		Rows		Passed		TR must be a child of Table, THead, TBody, or TFoot


		TH and TD		Passed		TH and TD must be children of TR


		Headers		Passed		Tables should have headers


		Regularity		Passed		Tables must contain the same number of columns in each row and rows in each column


		Summary		Passed		Tables must have a summary


		Lists




		Rule Name		Status		Description


		List items		Passed		LI must be a child of L


		Lbl and LBody		Passed		Lbl and LBody must be children of LI


		Headings




		Rule Name		Status		Description


		Appropriate nesting		Passed		Appropriate nesting







Back to Top
